1.  Project Descriptions& Parameters 
Space Frame Structures

Appearance of Roof


Clean Span Hipped Roof

Material Specification:

Structural Works


MS Angle of ISA 50X50X6 mm (Member identity No 1)






MS Angle of ISA 50X50X6 mm (Member identity No 2)






Purling with ISA 65x65x6 mm @ 1.00 c/c (TATA / SAIL)

Sheeting Works



0.50 mm tile profile Galvalume Sheet, Color to be 






Established from  METCO / ISPAT.  Standard colors. 
2. Steel Work Finish

Welding Electrodes (AWS.E.6013)- (ESSAB, Royal Are, Adore)

All structural works will be cleaned and painted with two coat of Zinc Phosphate 50 Micron DFT

And two coats of enamel paint of 50 Microns DFT.

3. Price and Scope of Works

Supply and installation of space frame structure and sheets.

	SI No.
	Particulars
	Details
	Scope
	Unit
	Rate (Rs)
	Amount (Rs)

	1.
	Manufacturing of Space frame
Roofing structure with MS 

Angler ISA 50x50x6 mm sections.

MS plates and anchor bolts “ as

Per design specifications applied

With Two coat Zinc Phosphate 

Primer and two coats of enamel

Paint. Supply and fixing of 0.50mm

Thick tile profile Galvalume sheets
	Material     +

Labour
	                  
	Sloped 

Area in

Sqft.
	
	

	2.
	Gutter work using 0.4 mm thick
Galvalume plain sheet with MS 

Supports.

Cast Iron DORMER WINDOW
	Material     +

Labour
	
	Length

In Running

Meter
	
	

	
	TOTAL

	
	
	
	
	


